
The Olympus IPLEX video probe is 
designed to handle a wide range of 

industrial videoprobe inspection 
tasks and combines unparalleled 

ease of transportation and setup with 
advanced features such as direct PC 

connectivity, and remote control 
operation. 

Flexible Videoscope  

UT Crawler 
 Inspections 

Remote operated, ultrasonic 
crawlers are designed to allow 

cost effective thickness 
measurements on carbon steel 
above ground storage tanks, 

spheres, risers, rigs, steelwork 
and shipping without the need 
for costly scaffolding or rope 

access services. 
 

Utilizing a rugged X-Ray tube , the 
Innov-X Alpha uses the iPAQ library 

to determine alloy chemistry and 
grade ID in metals, metal concentra-

tions and type in soils as well as 
testing components for both RoHS 

and WEEE directives. 

Positive Material 
Identification (PMI) 

Inspections of tank bottoms through 
“Magnetic Flux Exclusion” 

Technology 

Magnetic Flux Exclusion 
(MFE) 

CUI - Corrosion Under Insulation 
 

Hydrotector  
(Moisture Detection) 

Field work is performed by a level 
II Technician with onsite reporting. 

 

Fitness-For- 
Service 

Plate fabrication with or without 
supplied template or mounting 

bracket. 

Equipment Name Plate 
Fabrication/Installation

Thermal imaging camera for highly 
accurate infra red surveys and 

investigations. 

Thermagraphy 

API Project Manager - 
Pre/Turnaround Planning 
& Onstream Management 
 
API 510 - Pressure 
Vessels. 
 
API 570 - Piping 
 
API 653 - Tanks 
 
CWI/QA/QC - Welds, 
Vendor Surveillance. 

NDE Project managers  - 
Managing all aspects of multiple 
NDT crews on a per project basis. 
 
UT - Ultrasonic Testing 
(Thickness and Flaw Detection) 
 
MT - Magnetic Particle Testing 
 
PT - Penetrant Testing 
 
RT - X-Ray / Radiography Testing 
 
VT - Visual Testing 
 
*All NDT technicians are trained 
in inspection isometric field 
drafting. 
 
 

Supportive Field Services 
 

Fire Watch 
 
Confined Space Supervisor 
 
Confined Space Attendant 

Flaw Detection









Ultrasonic flaw detectors are used to 
find cracks, corrosion, and other 
safety-critical defects in a wide 

variety of fabricated and structural 
metals.

For inspection services 
not listed please call. 




